The secret of our quality lies in the careful selection of dyes, in addition to the
manufacturing capabilities that guarantee high grinding capabilities and excellent
dispersion, which achieve for the user the best spreading and coloring degrees to
enhance the strength of color during the production of the sponge with the lowest
proportions of dyes. The color tone can be adjusted by the user depending on the
percentage of dilution when the product is applied to the sponge production process.
The production process for dyestuff pastes is strictly controlled to maintain product
quality control throughout the production stages.
Although there are stable colors of the products that most of our customers use, we
are ready to meet customer desires for special colors thanks to the availability of
laboratory color matching tools and devices managed by a team of specialized
experts.
HS Code for sponge pigment: 3202109000.

A group of color pigment products consisting of a mixture of resins, solvents,
stabilizers, and other special materials.
These solutions are characterized by high shine and colorfastness, which provide the
shoe product with the best possible quality of the shoe appearance after the dyeing
process.
Dyeing shoes using the company's products reduce the waste of time resulting from
stopping, cleaning production lines, and maintenance associated with cleaning
operations frequently between each change of color required.
Our products have a long history of success thanks to continuous quality testing and
continuous development to keep pace with the requirements of different markets.

We have formulated a variety of paint thinners with different solvent properties, low,
medium, and high, to meet the requirements of various paints and industrial sectors.
These solvents find applications in the paint industry, craftsmen's workshops,
printing inks and cleaning spray equipment and brushes, industrial equipment,
machine parts and tools, and general cleaning tasks.
They are used to facilitate coating nitrocellulose, Lac Doco, polyurethane, epoxy
varnishes, coating and drying of paints, resins, and varnishes with thermocouple or
other industrial coatings.
These solvents contain low or no methanol content under national standards,
wherever required.

It is always recommended that you handle solvents with care to avoid accidental
misuse.

The company produces adhesives for bonding wood, cardboard, and paper. The basis
of these adhesives is the resin of vinyl emulsions. These products have excellent
adhesion strength and are designed to suit the local environment in terms of
temperature and humidity with a balanced drying speed.

Wood Adhesive:

Wood bonding adhesives have a low water absorption rate, which provides enhanced
moisture tolerance to the wood joints. It can be used as a high-performance sealer
primer, as a binder, and a dust stabilizer. It can also be mixed with sawn milled or
ground walnut shells to fill gaps and cracks in wood and chipboard. The adhesives
harden when there is good air circulation, and dry quickly at room temperature, the
strongest adhesion is achieved when the parts are clamped resulting in fast drying
with very high bond strength.

Paper Adhesive:

Paper adhesives are manufactured that have good surface adhesion with excellent
long-lasting elasticity. This adhesive will not become brittle and will not crack with
age. It adheres to most non-metallic surfaces and does not release after drying.
Adhesives can be mixed with methylcellulose to get a long dry period.
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